ORDISI

DATA SHEET FLH341

LAMPARA EXAMEN FLH-3, 35.000 LUX BRAZO FLEXO CON GRAPA A RAIL
Examination lamp FLH-3 model with rail holder, 35.000lux with flex arm

CARACTERISTICAS TECNICAS

TECHNICAL CHARACTERISTICS

Light Source

Fuente de luz LED
Temperatura de color 5000 2K Colour temperature
CRI (Ra) > 96 CRI (Ra)
1m - 35.000 lux

Intensidad luminica

0,75m - 55.000 lux
0,5m - 65.000 lux

Luminous intensity

Vida media LEDs 60.000 h Average LEDs Lifetime
Regulacion de intensidad 25-100% Brightness control
Diametro campo a 1 m dso @100 mm Light field diameter at 1m dso

Didmetro campo a 0,5 m dso <& 80 mm Light field diameter at 0,5m dso
Didmetro campo a 1 m dio & 170 mm Light field diameter at 1m dio
Diametro campo a 0,5 m dio & 150 mm Light field diameter at 0,5m dao
Profundidad de iluminacién (L1 + L2) 95 cm Depth of illumination (L1 + L2) at
al 60% 60%
90-240 V
Voltaje Voltage
50-60 Hz
Potencia 7W Power consumption
Numero de LEDs 3 Number of LEDs
Montaje Rail Configuration
Peso 2,5 kg Weight
Dimensidn de embalaje 62x19x11cm Packing size

Normas aplicadas

EN60601-1, EN60601-2-41, EN60601-1-2,

I1SO 14971, 1SO 13485, 1SO 9001

Applied standards

DIMENSIONES / DIMENSIONS

e :

for rail 30x10 mm
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